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KAISER vacuum pump

Low weight liquid ring pump for suction and pneumatic
conveying of wet and dry material

All pumps are made in aluminium
Low construction weight

Minimal maintenance

Permanently lubricated bearings

V-Belt, flexible coupling or hydraulic
motor drive possible

Environment-friendly
No oil in discharge-line

Extremely quiet operation

(also dry suction)

Fewer fresh water needed

More payload

Constant temperature

KWP vacuum pump

Max. capacity

Druckschlitz
For all kind of suction applications
Ansaug-
schlitz
O O
Wasserring
No overheating, no cavitation
| 900i | 2000i 3100 4000i 7000i
m3h/cfm  900/530 2000/1177 3100/1825 4000/2354 7000 /4120
% [ “HG 80/24 80/24 80/24 80/24 75122
bar/psi 1.0/145 1.0/145 1.0/145 1.0/14.5 1.0/14.5
kg/lb: 95/209.4 180/396.8 210/463.0 330/727.5 717/1580.7
mm/inch 710/27.9 1200/47.2 1385/54.4 1390/54.72 1760/69.2
mm/inch 415/16.3 518/20.4 518/20.4 615/24.2 925/36.5
mm/inch 495/19.5 605/23.8 605/23.8 770/30.3 955/37.6

Height (approx.)
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